
 
ACCORD PREMIER CONVEYORS & CO. 

 

OIL RESISTANT CONVEYOR BELT 
 

TECHNICAL SPECIFICATIONS 

(As per IS 1891: Part IV / DIN 22102 / ISO 10247) 

1. COVER RUBBER PROPERTIES 

PROPERTY SPECIFICATION TEST METHOD 
Grade Oil Resistant - OR IS 1891 Part IV / ISO 10247 

Tensile Strength ≥ 15 MPa (before and after oil 
immersion) 

ISO 37 / ASTM D412 

Elongation at Break ≥ 350% ISO 37 / ASTM D412 

Abrasion Resistance ≤ 150 mm³  DIN 53516 / ISO 4649 

Hardness 65 ± 5 Shore A ISO 868 / ASTM D2240 

 

Rubber Composition: Nitrile-based blend (high resistance to oils, greases, fats). In-house 

compounding. 

2. CARCASS STRUCTURE 

PARAMETER SPECIFICATION 
Fabric Type EP (Polyester-Nylon) / NN (Nylon-Nylon) 

Fabric Designation EP 125 to EP 500  

Ply Construction 2 to client specs 

Warp (Longitudinal) Oil-stable polyester 

Weft (Transverse) Nylon (flexible & resistant) 

Breaking Strength (Belt) 200 kN/m to 800 kN/m 

Adhesion Strength ≥ 3.2 kN/m (between plies) ≥ 2.2 kN/m (cover-ply) 

 

3. COVER THICKNESS OPTIONS 

LAYER RANGE 
Top Cover 3 mm to client specs (Standard: 4 or 6 mm) 

Bottom Cover 2 mm to client specs (Standard: 2 or 3 mm) 

Customization                                   Based on oil content & application 

 

4. DIMENSIONS & DESIGN 

PARAMETER SPECIFICATION 
Belt Widths 300 mm to 2000 mm 

Belt Length Up to 500 meters per roll 



Belt Thickness 8 mm to 18 mm (depends on ply + cover) 

Edge Type Cut Edge / Sealed Edge / Moulded Edge 

Roll Diameter As per construction 

 

5. PERFORMANCE PARAMETERS 

PARAMETER SPECIFICATION 
Elongation at 10% Load ≤ 2% 

Oil Resistance  ORA (moderate) or ORB (high) 

Impact Resistance High 

Tear Resistance                                                              High 

Moisture Resistance Excellent  

Trough ability Good 

Tracking Stability Excellent 

 

6. APPLICATION AREAS 

• Handling of oily seeds, grains, and animal feed. 

• Automotive, recycling and metal stamping plants 

• Vegetable oil units, refineries, chemical transfer 

• Industries with exposure to fats, oils, solvents, grease 

 

7. MANUFACTURING & QUALITY 

ASPECT DETAILS 
Standards Followed IS 1891 (Part IV), ISO 10247, DIN 22102-G 

Customization ORA / ORB compound selection based on material 

Quality Testing Oil immersion, swell test, abrasion test 

Delivery Format Supplied in rolls with oil resistance marking 

 

 

 

 

 

 

 

 

 

 

 

 


